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STOPEND SHEET

HEM TO FLASHING EDGE

CONCRETE WALL

PROFILED FOAM CLOSURE
(only required in high risk situations

of wind blown moisture entering)

STEEL PURLIN

EX 50mm H3.2 TIMBER CAPPING
SUPPORT ON DPC

SEPERATION BARRIER BETWEEN
CONCRETE & FLASHING (SELF

ADHESIVE TAPE OR SIM)

BMT 0.55 PARAPET FLASHING

FIX CAPPING TO CONCRETE
WITH MASONRY FASTENERS
AT 600mm crs

MIN. GAP

ROOF PITCH 3° MIN.

5° MIN.

LOW, MEDIUM OR HIGH WIND ZONE.
 ROOF PITCH ≥ 10°

VERY HIGH WIND ZONE.
 ROOF PITCH < 10°

130mm

200mm

X

EXTRA WIND ZONE. 200mm

STRUCTURAL STEEL

BMT 0.55 APRON FLASHING NOTCHED
TURN-DOWN OVER ROOFING, 5mm GAP

MAX TO CLEAR OF TROUGH OR ROOFING

ROOFING UNDERLAY LAID OVER
SAFETY NETTING

SCREW FIXING WITH 12x55 STEEL TEK &
NEO WITH SELECTED WASHER SYSTEM

TRS PROFILED METAL ROOFING
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