
Rainfall Intensity, I(mm/Hr) 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200

Catchment Area per Downpipe 

Effective cross sectional area 5658.39mm2

Flow capacity (litres/minute) 78.52litres/minute

Catchment Area per downpipe based on the above flow capacity

TRS Quarter Round 

Catchment Area per Downpipe 

Ac(m2) 118 94 67 67 59 47 47 43 39 36 34 31 29 28 26 25 24

Effective cross sectional area 9288.00mm2

Flow capacity (litres/minute) 145.89litres/minute

Catchment Area per downpipe based on the above flow capacity

Rainfall Intensity, I(mm/Hr) 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200

Carchment Area per 

Downpipe Ac(m2) 218 175 125 125 109 87 87 79 73 67 62 58 55 51 49 46 44

TRS 125Box (Folded)



TRS 125 Box 

(Roll formed)

Effective cross sectional area 9000.00mm2

Flow capacity (litres/minute) 140.26litres/minute

Catchment Area per downpipe based on the above flow capacity

Rainfall Intensity, I(mm/Hr) 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200

Carchment Area per 

TRS 175Box (Folded)

Carchment Area per 

Downpipe Ac(m2) 210 168 120 120 105 84 84 76 70 65 60 56 52 49 47 44 42

Effective cross sectional area 18900.00mm2

Flow capacity (litres/minute) 354.57litres/minute

Catchment Area per downpipe based on the above flow capacity

Rainfall Intensity, I(mm/Hr) 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200

Carchment Area per 

Downpipe Ac(m2) 531 425 303 303 265 212 212 193 177 163 152 142 133 125 118 112 106



TRS 300 Box (Folded)

Effective cross sectional area 30798.00mm2

Flow capacity (litres/minute) 652.79litres/minute

Catchment Area per downpipe based on the above flow capacity

Flow capacity (litres/minute) 652.79litres/minute

Rainfall Intensity, I(mm/Hr) 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200

Catchment Area per 

Downpipe Ac(m2) 977 782 558 558 489 391 391 355 326 301 279 261 244 230 217 206 195


